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§90.304 Test equipment overview.

(a) All engines subject to this subpart
are tested for exhaust emissions. En-
gines are operated on dynamometers
meeting the specification given in
§90.305.

(b) The exhaust is tested for gaseous
emissions using a raw gas sampling
system as described in §90.414 or a con-
stant volume sampling (CVS) system
as described in §90.421. Both systems
require analyzers (see paragraph (c) of
this section) specific to the pollutant
being measured.

(c) Analyzers used are a non-disper-
sive infrared (NDIR) absorption type
for carbon monoxide and carbon diox-
ide analysis; paramagnetic (PMD),
zirconia (ZRDO), or electrochemical
type (ECS) for oxygen analysis; a flame
ionization (FID) or heated flame ion-
ization (HFID) type for hydrocarbon
analysis; and a chemiluminescent de-
tector (CLD) or heated
chemiluminescent detector (HCLD) for
oxides of nitrogen analysis.

§90.305 Dynamometer specifications
and calibration accuracy.

(a) Dynamometer specifications. The
dynamometer test stand and other in-
struments for measurement of speed
and power output must meet the en-
gine speed and torque accuracy re-
quirements shown in Table 2 in Appen-
dix A of this subpart. The dynamom-
eter must be capable of performing the
test cycle described in §90.410.

(b) Dynamometer calibration accuracy.
(1) The dynamometer test stand and
other instruments for measurement of
power output must meet the calibra-
tion frequency shown in Table 2 in Ap-
pendix A of this subpart.

(2) A minimum of three calibration
weights for each range used is required.
The weights must be equally spaced
and traceable to within 0.5 percent of
National Institute for Standards and
Testing (NIST) weights. Laboratories
located in foreign countries may cer-
tify calibration weights to local gov-
ernment bureau standards.

§90.306 Dynamometer torque cell cali-
bration.
(a)(1) Any lever arm used to convert
a weight or a force through a distance
into a torque must be used in a hori-

40 CFR Ch. | (7-1-13 Edition)

zontal position for horizontal shaft
dynamometers (ffive degrees). For
vertical shaft dynamometers, a pulley
system may be used to convert the
dynamometer’s horizontal loading into
the vertical plane.

(2) Calculate the indicated torque
(IT) for each calibration weight to be
used by:

IT=Moment Arm (meters) x Calibration
Weight (Newtons)

(3) Attach each calibration weight
specified in §90.305(b)(2) to the moment
arm at the calibration distance deter-
mined in paragraph (a)(2) of this sec-
tion. Record the power measurement
equipment response (N-m) to each
weight.

(4) Compare the torque value meas-
ured to the calculated torque.

(6) The measured torque must be
within two percent of the calculated
torque.

(6) If the measured torque is not
within two percent of the calculated
torque, adjust or repair the system. Re-
peat steps in paragraphs (a)(1) through
(a)(6) of this section with the adjusted
or repaired system.

(b) Option. A master load-cell or
transfer standard may be used to verify
the torque measurement system.

(1) The master load-cell and read out
system must be calibrated using
weights specified in §90.305(b)(2).

(2) Attach the master load-cell and
loading system.

(3) Load the dynamometer to a min-
imum of three equally spaced torque
values as indicated by the master load-
cell for each in-use range used.

(4) The in-use torque measurement
must be within two percent of the
torque measured by the master system
for each load used.

(5) If the in-use torque is not within
two percent of the master torque, ad-
just or repair the system. Repeat steps
in paragraphs (b)(2) through (b)(4) of
this section with the adjusted or re-
paired system.

(c) Calibrated resistors may not be
used for engine flywheel torque trans-
ducer calibration, but may be used to
span the transducer prior to engine
testing.
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